
DEPTH SENSOR (1E) 
(Smart AG Systems part #: AA-110SS Reed Switch or AA-5200 Rotary Sensor / 5v Linear input 
ONLY) 

The 7500 depth sensor and setup, has two functions: 

1. It can be setup to provide a visual readout in CM of implement ram position using a scale of 
A:B (where A is full ram extension and B is maximum depth required).  

2. It can be setup to automatically engage and disengage the Run/Hold switch as the machine is 
lowered and raised. 

 

 
 

 

 

 

 

1. Enable the depth sensor by selecting the Tick box 
2. Press Calibrate 

When adjusting the implement height, the live Input Voltage provides a real time reference point for 
the calibration. Test the readout by raising and lowering the implement to ensure the depth sensor is 
adjusted to provide a sufficient range of operation.  

Please note: Depth low is bar up and Depth High is bar down. 

3. Using the live Input Voltage, adjust the height of the bar to extend from the ground at the 
required maximum height. To get the actual maximum high, measure the value from ground 
to seeding boot and add the seeding depth to it. (Height above ground 42cm + Seeding depth 
8cm= Depth Low 50cm) 

4. Manually enter the values or press the Set Volt at the desired depths and set the values in 
CM.  

5. Repeat the above process to set the seeding depth when the machine is fully in the ground at 
seeding depth and set the Depth High to 0cm 

 



6. Press the Tick when done 
7. Return to the previous page and set an Engage Depth in CM to activate this feature. 

 

 
 

Please note that the system can be engaged at a different height to disengage height. This allows the 
seed to start as soon as the bar is dropped, allowing seed to already be on its way to the boots before 
they are even in the ground. The disengage height will allow the seed to be stopped as soon as the 
bar leaves the soil, avoiding wasting seed as the bar raises.  

8. Press the Engage Depth to select the depth you wish the unit to start seeding at, noting zero 
depth is at maximum height of the bar. 

9. Then press the down arrow and select the Disengage Depth to select the depth you wish the 
unit to stop seeding at.  
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