
7000 Seeder Calibration Quick Start Guide 

 

To Start the calibration, press the Setup button Button shown above. 

 

The press the Settings Button 

 

Select the bin you wish to calibrate, then select the Product tile 

 

Select the Product tile to select the desired product or create a new one, by pressing the Green 

Cross button. 



 

Once product is selected, press the Green Tick to accept 

 

Then press the Calibrate Tile 

 

 

To select the Calibration Method, press the small Down Arrow and select the method required 

Weight, Count or Time 

 



Select Rate Set as % of maximum output or Application Rate, If application rate is selected then the 

current application rate for that bin will be automatically imported into the Calibration rate and a 

simulated speed will need to be set 

 

Press Green Tick to accept changes made. Once this is done press the Start Calibration tile

 

Press the Calibration Amount tile and type in the amount you wish to dispense during the 

calibration. 

Press the Play Tile and wait for the system to dispense the amount. If the amount dispensed is about 

to overspill the container then press the stop button.  

Once the system has automatically stopped or you have stopped it, then press the Measured 

Amount tile and type in the weight of the product dispensed and then press the Green Tick to 

accept the weight 

 



 

This screen will then display the old calibration and the new calibration values, Press OK to accept 

the new values or the Red Cross to decline the new values. 

Press the Green tick to accept the calibration. 

 

If this screen comes up, the motor is not working at it’s perceived optimum level at planting speed. 

Press OK to acknowledge this and returns you to the start calibration screen, then adjust your feed 

roll opening, (Close if motor % is low and open If motor % is high). Then recalibrate 

If you do not want to adjust feed rolls and recalibrated, then Press the Red Cross 

 

This screen is a warning screen to let you know that you have accepted the motor is not working at 

it’s optimum level. Press I Understand to accept this calibration. 

Press the Green Cross to get back to the setting screen, then press the Home button to return to the 

main run screens. 


