
ISOPOD Release Changelog

v1.11 build 32 25/06/2026 General

Reworked alarm setup so dealer and user alarm settings

are clearer and better separated.

Added support for Romanian translations.

Added more flexible seeder front-page tiles so users can

adjust supported values directly from the main screen.

Improved on-screen TC timing/infographic behaviour so

configured on/off times are pulled through correctly.

Added support for 32 sections

Seeder

Improved gauge wheel and press wheel control from

front-page tiles, including direct adjustment from the

main screen.

Fixed press wheel setup softkey behaviour.

Fixed tile display issues where press wheel and row

cleaner feedback / no-feedback states could show

incorrectly.

Fixed missing softkeys on the test page for the 3rd bin.

Sprayer

Added multiline sprayer functionality groundwork and

release-ready behaviour, including updated UI, backend

flow, backend speed handling, flush support, calibration

support, and line-section functionality.

Removed Matrix and Individual mode from multiline

where no longer required by the updated design.

Version

number

Date Changes



Row Cleaner

Fixed row cleaner display and control issues for

positive/negative values, target icon direction, and lift-

state behaviour.

Spreader

Fixed an issue where default flow factor for new

spreader products could appear as 100,000%.

v1.10 build 31 10/04/2026 General

Fixed issue with pressure control sometimes showing

large numbers

v1.10 build 30 02/04/2026 General

Fixed issue with rates loading on wrong bin when using

dual rate control

v1.10 build 29 14/10/2025 General

Added ability to link sections to either bins or control

channels

Added TC left and right applicator offsets

Added speed source for PGN65256 and PGN61474

Added control channel Current (Amps) alarm

Added multiple jobs

Added Half width shut off functionality

Display settings are now part of import/export

Critical alarms no longer prevent calibration

Added translations for:

Czech

French

Dutch

Polish



Seeder

Blockage page now shows index of blocked line

Added ability to virtually map blockage line index

Fixed issue with fan output alarm and applicator run

mode

Fan output alarms now triggers if fan is disabled

Bin operations can now be accessed directly by clicking

and holding the selected bin

Sprayer

Added ability to invert section output logic

Spreader

Added ability to test spinners

v1.9 build 28 01/08/2025 General

Fixed issue with selecting bins in operations page with

multiple applicators

Updated some language text

v1.9 build 27 25/07/2025 General

Updated some language text

v1.9 build 26 24/07/2025 General

Fixed UI issue with bin capacity not changing

Fixed UI issue with Press Wheel motor configuration not

updating

Updated some language text

v1.8 build 25 25/06/2025 General

Added in ability to add multiple rate controllers to

bins/tanks

User can now swap between rate controls in test page



New alarm type for applicator run

Alarm will only trigger if all product control in an

applicator is active

Display settings are now exported and imported using

File Server

Fixed issue with exporting settings through File Server if

file already exists on USB

Jobs no longer increment when product rate is 0

Added support for German and Dutch

Tramline now triggers on hold instead of run

Improved VT UI

Seeder

Tines now use Point A and Point B for calibration

Added 2 section half width feature

Gauge and press wheel require unlock

v1.7 build 24 20/03/2025 General

Added main page softkey setup

Added main page tines setup

Added support for multiple momentary run holds

Added ability to rename bins

Names will also pass into TC

Added feature to select bins on touch

Added option to display rate demand on hold

Added ‘max on time’ for +/- Motor control

Updated how alarm pop up buttons work

Acknowledge - Alarm will not pop up until next trigger

Ignore - Works as before, and will not pop up for

15min

Reset - Will reset the alarm, and can pop up again on

next trigger

Added in ability to see raw alarm values in alarm status

page



Seeder

Added gauge and press wheel control

Includes alarms for gauge and press

Added tine control

Added seeder bar sections

Sprayer

Added pressure rate control

WCM

Increased total pulses above 6500 pulses

v1.6 build 23 17/01/2025 Spreader

Fixed UI bug in the spreader main page related to

showing the sprayer bar

v1.6 build 22

(build 21

skipped)

12/12/2024 General

Fixed unit issues with WCM

Added ability to configure TC valve on/off times from our

UI

Sprayer

Updated sprayer UI

v1.5 build 20

(patch)

30/10/2024 General

Fixed spinner RPM alarms

Fixed custom alarm names not display properly on some

UT screens

Fixed pressure displaying large numbers

Fixed load cell connection issues and improved

tare/gross response

v1.5 build 18 17/10/2024 General

WCM (Wireless Connection Module) compatibility to

enable wireless calibration of bin products

Main page

Improved performance on the main page



Bin load cell weight now indicates if it is showing the

gross or tare weight

Alarms

Pressure alarm

2nd pressure alarm

Pump alarm

Task controller on/off times now displayed in the TC

status page

Bin menu shows the load cell gross weight when zeroing

the bin weight

Functionalities

12v output functionality

2nd bin level sensor functionality

General IO input functionality

Bin level and General IO input functionalities now have

a reversible input

4 Applicators now available for ISOPOD B

General bug fixes

WCM

Remote run/hold

Applicator and bin selection

Product selection (ISOPOD B only)

Bin product calibration

Calibration target

Actual weight

Finalisation including old and new calibrations, and

calibration variance

Seeder

Improved blockage sensor alarm

v1.4 build 13

(Patch)

21/06/2024 General

Bug fix for ISOPOD A not connecting and uploading VT

object pool to some VTs



v1.4

build 11

25/03/2024 General

Improvements to VT startup and connection

TC width actual and maximum width fixed

Unlocks are now stay on the hardware they were added

and will not move with settings

POD timeout alarms now display POD Number and Serial

Number

Depth and other latching run/hold will no longer start the

system until disabled first

ISOPOD-B

(Cirtical) Fixed blockage sensors

(Ciritical) Fixed CANBUS communication issues with

certain terminals

User is now able to export log files through File Server

Sprayer

Added in option for sections to turn off on hold

Tramline

Added in tramline functionality

POD aux setup for tramline left and right

Integration with blockage sensors

Bar with reduces based on active tramline width

Wireless Connection Module

Added run/hold feature for Wireless Connection Module

v1.3

build 10

02/01/2024 Spreader Control

Belt Spreader control added



ISOPOD B only

Belt control and monitoring

Spinner control and monitoring

Gate height monitoring

TC GEO (VRA)

TC Section control (headland mode)

General

Seeder TC Section control (Headland control)

Sprayer TC Section control

TC 0 kg/Ha demand rate now defaults to not drawing

coverage for the bin

Option in TC Setup menu allows the drawing of

coverage with 0 kg/Ha demand rate

TECU (Tractor ECU) hitch positions

Hitch position monitoring and run/hold switching

Hitch working state monitoring and run/hold switching

TECU (Tractor ECU) speeds

ground speed and wheel speed separated as different

speed sources

File server functionality (UT USB interface)

ISOPOD B only

Software update from USB

Export system settings to USB

Import system settings from USB

CANBUS Run/Hold switch

Multiple Run/Hold switches supported

CANBUS Run/Hold switches control calibration and

test modes as well

Fan output alarm created to replace fan dependency

option

UT Screen switching now supported

Master job implemented to show lifetime information

Applicator limit expanded from 2 to 4

ISOPOD B only



ISOPOD B Hardware implemented

General bug fixes

v1.2

build 23

General

Fixed issue when connecting multiple PODs

Improved implementation of Applicator 2 with Task

Control

v1.2

build 22

04/08/2023 General

Fixed live product calibration

Bin level sensor fixes

UI fixes for fans

v1.2

build 21

22/06/2023 General

Unlock page UI improvements

v1.2

build 19

16/05/2023 Sprayer Control

Features

Sprayer control

Up to 20 sections with individual widths

TC Section control (automatic section control with TC

if available and compatible)

Flow valve and flow sensor control

Flow meter calibration procedure

Flow valve control modes (+/- Motor Standard and

+/- Motor PWM)

Fence line nozzles

Pump sensor

3-way section valves

Sprayer flush functionality

Front screen control of section and fence line nozzle

states

Tank dump and master dump valve

General



Features

Alarm setup page to allow custom configuration of

alarms

Control status page to show live control data while in

run mode

Language support for additional languages

Improvements

Fan control usability improvements on front screen

Bins and tanks are centred on the front screen

Pressure sensor now in the applicator

UI better accounts for screens that are not the

standard 480x480 size

Switching implement types (seeder to sprayer) will

now warn user that a factory reset is required

v1.1 09/03/2023 Fallback workset in if main vt screen fails

Blocked Head monitor

Programmable serial number

Unlock codes

Manual Calibrate

+/- motor and the PWM +/- motor

Motor can ramp in product calibration

Added in Run Hold POD functionality

Bug Fixes

v1.0

build 14

12/10/2022 Fixed how we display serial numbers

v1.0

build 13

01/08/2022 First release

4 Rate control bins

Manual product calibration

Load cell weight measurements

Load cell assisted product calibration

4 Hydraulic and 4 Light Auxiliaries

Fan monitoring and control

Fan speed sensor



Fan pressure sensor

Multiple ground speed sources

Wheel speed sensor

ISOBUS TECU speed (Dependant on ISOBUS system

installed on tractor)

GPS (NMEA 2000) speed (Dependant on NMEA 2000

GPS installed on tractor)

Depth sensor

TC-BAS (Dependant on ISOBUS system installed on

tractor)

Job recording to Task Controller

TC-GEO (Dependant on ISOBUS system installed on

tractor)

(VRA) Variable rate control from Task Controller

Coverage map recording to Task Controller

Product management

Create, edit, and remove products

Internal job recording and monitoring

Rate and sensor alarms

Bin motor and sensor testing capabilities


